EXPANS I ON 8"
JOINT S IDEWALK ACCESS RAMPS TO
BE 7" CLASS K CONCRETE
—= 6" =

PERVIOUS CONCRETE:
6" SIDEWALK
DR IVEWAY

GEOTEXTILE
SEPARAT ION

9" POROUS SUBBASE,
FILTER LAYER COURSE

AT STRUCTURE
OR APPURTENANCE

NOTES:
1. MAXIMUM CROSS-SLOPE OF SIDEWALK IS 1:50.

2. SIDEWALK ACCESS RAMP IS TO BE 7 INCH THICK
CLASS K CONCRETE. LANDING PAD TO BE 8 INCH
THICK PERVIOUS CONCRETE.

3. PROVIDE 'Y INCH WIDE EXPANSION JOINT BETWEEN NEW
CONCRETE CONSTRUCTION AND BACK EDGE CURB,
CONCRETE GUTTER, OTHER PAVED AREAS, BUILDINGS,
WALLS, POLE BASES AND OTHER STRUCTURES/
APPURTENANCES.

4. EXPANSION JOINT:
JOINT MATERIAL,
WIDE % INCH DEEP.

Y% INCH WIDE PREMOULDED EXPANSION
SEAL WITH CAULKING SEALANT )% INCH

AT
LAWN AREA
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